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Abstract
Afier ihe injection of beam into RHIC the beam energy is
ramped from 10.8 GeV/u to 108 GeV/u and the beta func-

1 meter. The set points for magnet power supplies and RF
cavities is changed during such ramps in concert. A sys-

tem of Wave Form Generators (WFGs), interconnected by
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1 INTRODUCTION
The Relativistic Heavy Ion Collider (RHIC) consist of two

Using super-conducting mag-
nets, RHIC will be able to collide ions from protons to
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as injector, supplying gold at 10.8 GeV/u and protons at

1 GeV The hanme ara than accalaratad in RHIC 1~ 108
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GeV/u and 249 Gev, respectively. All ion beams except

nrotons will ¢ross the transition enerey durine accelera-
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tion. At storage energy, the beta functions in the interaction

l,h(,\n'\tc are reduced from 10 meters to | meter,
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The RHIC ramp system, which brings the beams from

iniection to ctnmgp controls the currents of the magonet
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power supplies including special jump power supplies for
the transition crossing, cavity voltages and parameters for
the RF phase and frequency feedback systems.

This system must fulfill the fn“nwmo requ uirements:

1) The system must be programmable 1o execute a com-
plete ramp sequence on This is esp@cgallv
important since the emittance of a gold ion beam grows
rapidly at injection energies due to intra beam scattering.
The complete sequence includes an acceleration ramp with
transition crossing and the beta squeeze ramp. It is impor-
tant that these ramps can be executed without delays once
the machine is filled.

2) The system must allow tweaking of some compo-
nents during and after the programmed ramps. Due to the
large inductance of the super-conducting magnets the ramp
speed is slow. A typical acceleration ramp takes 90 sec-
onds. It is desirable that the operator has the ability to influ-

intersecting storage rings.
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* Work performed under the auspices of the US Department of Energy.

ence parameters like tunes, chromaticities and orbit bumps
after a ramp is started. After the completion of a ramp the
beam life time may be optimized by tweaking. Tweaking
must be possible without major effort.

3) The system must support the easy control of magnet
currents which are not supplied by a single power supply
but are generated by a main power supply and several trim
power supplies. The interaction region quadrupoles are
wired this way in order to minimize the number of warm-
cold feed-throughs.

4) The system must provide constant monitoring of mag-
net and RF parameters as well as a possibility for post
mortem analysis after a magnet quench.

2 CONFIGURATION OF THE SYSTEM

The design of the RHIC controis hardware was inspired by
the Fermilab control system. The general tool for the ramp
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controj is the "Wave Form Generaior’ (Wru). 1nc wru is
a VME module containing a computer based on the INTEL
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ring. It transmits 256 “frames” with a update frequency
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which can be generated by software, a WFG o
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by WFGs and used to determine the next output values.

The other data line is the event link rl]

This line nro-
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vides 256 different start signals (events) to the hardware.

This link is used to start ramps or chanege oneration modes
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for WFGs, stop data collection into circular buffers after a

guench, tri gger the current mmn of the v, mmdnlmlpq and

many other apphcatlons outsxde the ramp system.

The “Multiplexed Analog to Digital Converter”
(MADC) [4] is used for monitoring the system. Each
MADC module can monitor 64 signals and is pro-
grammable to scan one channel up to 50 kHz or all
channels with a lower rate.

A PLC system allows switching power supplies on and
off and reports error conditions of the power supply (regu-
lation error, etc) and magnet (quench).

WEFGs are programmed by specifying up to 15 “formu-
las”. Events from the event link are used to switch from
one formula to the next. Formulas may contain the follow-
ing elements:
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3. Function
interpola

f time: F'(t) is given in a table with linear

4. RTDL frames and programmable constants.

All operations are performed using 32-bit imegers floating
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The WFGs are used in a two level configuration (Fig-
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RTDL is used to transmit the values of “knobs” used for
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Figure 1: Two level WFG configuration using RTDL and
Event link.

On the second level are WFGs which calculate magnet
currents and RF parameters.

k= Fideal(P) + Ftrim(P) (1)
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B = k-Bp ©)

Imagnet = Fj:elddat (B) ’4)

k is the magnet sirength (deflection angle for dipoles,
inverse focal length for quadrupole etc.) which is the sum
of the programmed strength given as functions ! of P and

optional knob values. k1 and k4 are RTDL knob frames, c¢;
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tunes or orbit displacement) to magnet strength.
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is calculated and, using the measured field data, the magnet
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The thing left to do is to calculate the power supply cur-

Elgllr‘: 2 shows the wirine of the intaracrtion
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quadrupoles. Each of the power supplies generates the dif-

ference of two magnet currents. Since the WFGs dg not
ierence of tw CL currents. Sincee e woriss ao not

rant
IThL. SIIUYW D LIV Wi

:
§
¢

Fideat(P) contains the settings for the ideal machine, Firom (P)
contains cotrections

communicate with each other?, this functionality was im-

nlpmpntpd in the power cnnnlv interface card (Pr gure 7;\

The power supply 1nterface card has two WFG inputs
and calculates the difference value, Of course both signals
must have the same scale factor which was chosen to be
1 mA per bit. The rpqnlt is then multinlied. divided and
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shlfted to produce a 16 number which maximum value
corresponds to the maximum current of the power supply.

A DAC converts this number into the reference voltages for
the power supply.
Figure 3 shows also the signals monitored by the

MADC: The reference current (set mmt\ the measured

current, the error current  and the voltage 4 These sig-
nals are sampled with 60 Hz and stored in a circular buffer.

Sampling is stopped by the “quench event” which is gener-
ated by the quench protection system. The data buffers are
inspected for the post-mortem analysis before the system is
restarted.
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Figure 2: Power supply configuration for the IR
auadrunole:
quadrupo:es

3 SOFTWARE
WFGs, MADCs and PLCs are located in VME crates
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Each crate has a
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“Front End Computer” (FEC) which th a tcp/ip connec-

tion to the “Caoncola I evel Comnuteres” (PLF\ FECc allow
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access to WFGs, PLCs and MADCs through the “Accelera-
tor Device Qbiect” (ADQ) software, ADQOs nrovide a hich
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level interface to accelerator devices and hide hardware de-
tails from the outside world. Hnwp\mr thpv control Qp_!v a
single device.

“Manager” programs run on the CLC leve
vide the controls of logical groups of devices. The “WFG

Manager’ is the program that loads all ramp data into the

WFGs. It can load several ramps using different formu-
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and pro-
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2The current set points of the main power supplies are available as
RTDL frames and are subtracted in the WFG.

arene nirrmant 1o tha Alffacanna oFf vafavan o
i

Tha
10¢ CITOT CUITEnt is uic Qincienct o1 reicr
current, multiplied by 50 for better resolution.
“The main power supplies for dipoles and quadrupoles have additional
signals for quench detection.
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Figure 3: Control and monitoring of a power supply.

las and tables. Each ramp is connected to a specific event.
The “Sequencer” is a scripting tool which is used to trig-
ger these events and, ultimately, orchestrate to the whole
injection-acceleration-storage cycle. More detail is given
in [8].

4 CONCLUSION

The Ramp Control System for RHIC is build on power-
ful hardware which allows ramps to be programmed in ad-
vance and executed without operator intervention. How-
ever, tweaking of parameters during a ramp, which may
take several minutes, is not excluded. This provides a valu-
able tool during commissioning.

The system is designed from the accelerator physicist
point of view. Set points are integrated magnet strength and
high level parameters and are converted into currents and
voltages close to the hardware level. This allows encapsu-
lation of hardware details and provides a simple interface
for application programs.

The MADC system provides powerful post-mortem
analysis.

5 REFERENCES

[1] T. Clifford, V. Mane, S. Peggs, “RHIC Ramps: a proposal”,
RHIC/AP/16, December 1993.

[2] H. Hartmann, “Specifications for the RHIC Real Time Data
Link wransmitter system”, October 1993.

[3] H. Hartmann, B. Oerter, S. Peggs, “RHIC Real Time Data
Link System”, October 1993.

{4] R. Michnoff, “The RHIC General Purpose Mulitiplexed Ana-
log to Digital Converter System”, PAC 1995.

[{5] T. Kahn, “RHIC Power Supply Waveform Generator Board
Application Notes”, revised October 1994.

[6] T. Kahn, “Power Supply Waveform Generator Programmer
Manua!”, March 1995. October, 1994.

[7] J. Kewisch, V. Mane, T. Clifford, H. Hartmann, T. Kahn, B.
Oerter, S. Peggs, Model for RHIC Ramp Controls, EPAC
1996.

[8] J. Kewisch, J. van Zeijts, S. Peggs, T. Satogata, "Ramp Man-
agement in RHIC”, these proceedings.



